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ABSTRACT: 



J^Z?^I' '^^"^^^^^ nam-hour of assembling and the number of parts by 

wi^a S '''"^ ^ "^^^^^ abandonment maV^ ^ 

with a single printing means. 

fn^P^^r^^"^;^^^" ^ Pitched from the turnlng-off state 

Zn^r r'TI"?*"' ' "''^ 12 is fed by a fixed extent to drive a 
£^tterl6, and a ticket forn iA is cut by a cutting blade 18 to obtain a ticket 
and when the first sensor 61 is switchedlrom the turnliTg-on state tothT" 
nnTA'f ^ writinq head 20 is driven to write magnetic infnrm;,t inn 
^^^T^^^i' aiegdiia head 21 Is driven to read m;,nnetic inform.TS 
vrntteD^iOhe^^ a second sensor 62 is sw itS?rl the 

turning-on state to the turning-off state, a thermal head 54 Is driven to 
SlL^rrVj?'^^^ K information on the surface of the tick^F^ i^en a 
third sensor 63 is switched from the turning-on state to the turning-off state 
the initialization processing of a subroutine is executed after the stop of ' 
driving of a second motor 57, thereby terminating the normal ticket Issue 
reduced"^" °^ ^""^"^^""9 ^nd the number of parts are 
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